
SPECIFICATION

CPU Board - Intel® Atom™ C2358 SoC processor

System Memory - 1 DDR3/L 1333MHz SO-DIMM up to 8GB

Ethernet Port - 4 x PCIe GbE RJ45

Storage Device - 1xSATA connector for SATA DOM & Micro SD Socket

Ser - Oneial Port front access RJ45 for system console

LEDS - Power State, Storage Status, Ethernet Status, Ethernet Speed

USB - Dual USB2.0, front access

Power - 40W 12V power adapter

Dimension -  W:165mm x D:105.5mm x H: 43mm

Operating 

Environment

-  Temperature: 0 to 40°C (32 to 104°F) 
- Humidity 20% to 90%RH @ 55°C 

Certification            - CE/FCC

Intel® Atom™ C2358 processor  based Desktop Network Security Appliance
CAD-0231

ORDERING GUIDE

Model No. CAD-0231

Ethernet 4 x GbE RJ45 ports

FEATURE
Intel® Atom™  processor 

Up to 8GB DDR3L SO-DIMM
4 x GbE ports
1 x SATA
Intel   QuickA  Technology
Rack mount option available Low

           Low Power Desktop network security appliance, Intel® New A   ™ up to 8 GB DDR3/DDR3L  
memory, one HDD space. Ideal platform for  Application, Firewall and WAN

Storage 

Environment

-  Temperature: -10 to 70°C (14 to 158°F)
- Humidity 5% to 95%RH @ 55°C
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®

Expansion - Half-card Mini-PCIe slot




