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PT630-NRM

wn
o CHIPSET Intel® Q57 PCH PROCESSOR TRUSTED PLATFORM MODULE (TPM) - optional
g CPU Intel® Core™ i7/i5/i3 ¢ LGA 1156 socket for: * Provides a Trusted PC for secure transactions
= vGA  COM2 . - Intel® Core™ i7-860 2.80GHz/8M * Provides software license protection, enforcement and
= b3 Intel® Pentium® / :
o ¥ [@FS/2 Mouse - Intel® Core™ i5-750 2.66GHz/8M password protection
Q) MEMORY 4 DDR3 DIMM up to 16GB - Intel® Core™ i5-660 3.33GHz/4M REAR PANEL 1/0 PORTS
o EXPANSION 1 PCIe x16, 1 PCIe x4, 2 PCIe x1, - Intel® Core™ i3-540 3.06GHz/4M « 1 mini-DIN-6 PS/2 mouse port
a 3 PCI - Intel® Pentium® G6950 2.80GHz/3M e 1 mini-DIN-6 PS/Z_ keyboard port
DISPLAY OUTPUTS 1 DVI-I (DVI-D signal), 1 VGA CHIPSET * % BE-?SR\%?AZ Serfcla| ports
- - ° - po
: LAN 2 Gigabit LAN « Intel® Q57 PCH (Platform Controller Hub) « 1 DVI- port (DVI-D signal)
T COM 4 COM ¢ 2 RJ45 LAN ports
EE USB 12 USB 2.0 SYSTEM MEMORY * 4 USB ports , )
R SATA 6 SATA 2.0 « Four 240-pin DDR3 DIMM sockets ¢ Mic-in, line-in and line-out jacks
[ . e Supports DDR3 1066/1333MHz
DIO 8-bit DIO ) ) . I/0 CONNECTORS
E * sr;'gggrvtvsh?:ﬁ'sr?nungnsg?c{gy3g?4nl_‘ljzv‘"dth of 21GB/s in dual-channel -/4 connectors for 8 external USB 2.0 ports
» 2 connectors for 2 external COM ports
¢ Supports dual channel memory interface - COM4 supports RS232/485 P
e Supports up to 16GB system memory « 1 8-bit Digital I/O connector
¢ 1 front audio connector for line-out and mic-in jacks
EXPANSION SLOTS ¢ 1 CD-in connector
« 1 PCI Express x16 slot (PCIe 2.0) » 1 S/PDIF connector
« 1 PCI Express x4 slot (PCIe 1.0) ° 615 Eg%al ATA ports
« 2 PCI Express x1 slots (PCle 1.0) N 174 .COR%?C'CO"
¢ 3 PCI slots (PCI 2.3) : “pin power connector
¢ 1 8-pin 12V power connector
e 1 chassis intrusion connector
OrB%\EggRAhPHICS FEATURES « 1 front panel connector
o Intel raphics » 2 fan connectors
* VGA display resolution up to 2048x1536
¢ Supports 3D, 2D and video capabilities BIOS
Note: Both Intel® Core™ i7-860 and Core™ i5-750 CPUs does not * AMI BIOS
support integrated graphics. * 64Mbit SPT BIOS
ONBOARD AUDIO FEATURES ENERGY EFFICIENT DESIGN
¢ Realtek ALC262 2-channel High Definition Audio : Cvgi?é?fgfgﬂf}ﬂgﬂde:
o Two 24-bit stereo DACs and three 20-bit stereo ADCs - Wake-On-PS/2 Keyboard/Mouse
« S/PDIF audio interface - Wake-On-USB Keyboard/Mouse
- Wake-On-LAN
ONBOARD LAN FEATURES * Enhanced Intel® SpeedStep Technology
« One Realtek RTL8111DL PCI Express Gigabit Ethernet controller « Dynamic FSB frequency switching
« One Intel® W82578DM with iAMT6.0 Gigabit Ethernet PHY
¢ Supports 10Mbps, 100Mbps and 1Gbps data transmission PQ?&EE E%Efsys“t:rfwl-tlélrs:elraﬁﬁre and overheat alarm
* IEEE 802.3 (10/100Mbps) and IEEE 802.3ab (1Gbps) compliant . Moni_tors VCORE/+5V/+12V/SM/+3.3V/\{BAT voltages and failure alarm
ool w8 B sE s e m = o w s Veore Power 106615530 DDR3 SERIAL ATA (SATA) INTERFACE + Monitors CPU/system fan speed and failure alarm
a s F 3 8% 8 Py Yo 3 EEE VRD 11.1 +—» L “——> 5 DIMM ! ( ) ! h o  Read back capability that displays temperature, voltage and fan speed
A sy ¥ g & ERREE oo 16 Core i7/i5/i3/ ¢ 6 Serial ATA ports compliant with SATA 1.0 specification * Watchdog timer function
R il i = PClex16 <«———»  Pentium 106953 DDR3 « SATA speed up to 3Gb/s (SATA 2.0)
500 : i 9 o “——> 5 DIMM » Supports RAID 0/1/5/10 TEMPERATURE
(Dw_Dgggal ) « Operating: 0°C to 60°C
. 0, 0,
- INTEL ACTIVE MANAGEMENT TECHNOLOGY (AMT) * Storage: -20°C to 85°C
IDVI HOST-CL®IN + Supports AMT6.0 HUMIDITY
¢ Out-of-band system access
10% to 90%
GHIEL ¢ <o, +— Sl « Remote troubleshooting and recovery s RS
CRT Connector«——-S5_, m SPIBIOS * Hardware-based agent presence checking DIMENSIONS
UsB12x <«—» Q57 <«—» PCI3x e Proactive alerting « ATX form factor
SATA I1 6x 3GB/s HD Audio Bus HD Audio * Remote hardware and software asset tracking ¢ 305mm (12") x 244mm (9.6")
A
54,94 TPM (Opt.) LPC Bus 2 g
Q gl Peext o pele x4
COMFP%[?{T 2 : =
PClIe x1
H/p\rg '\24?<"l§gr Eine 10 =Xl PCle x1 GLAN I
2735 PS/2/ Mo/use PClex] _, pCle x1 GLAN II * 1 PT630-NRM motherboard » USB port cable
233.68
5 Digital 1/0 8-bit PClext . pClexl e 2 Serial ATA data cables  COM port cable
a Watchd i
aTﬁne?g PCle x1 PCle x1 e 2 Serial ATA power cables = ookl e el
o Serial ATA power cable
¢ 2 USB cables
¢ 1 COM port cable (with bracket)
e 1 I/0O shield
«1CD
¢ 1 QR (Quick Reference)
WWW. dﬁ .Ccom DFI reserves the right to change the specifications at any time prior to the product's release. Changes thereafter will be based on the product's revision.
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