
2013 NOARK Electric • All Rights ReservedTH
ER

M
A

L 
O

VE
RL

O
A

D
 R

EL
AY

S

Ex9RD



2013 NOARK Electric • All Rights Reserved

Thermal Overload Relays
Ex9RD Product Overview

Features
•	 Rated current up to 630A @ 600 Vac, 50/60 Hz

•	 Overload protection trip Class 10A

•	 Phase loss sensitivity

•	 Temperature compensation from -25 to +55°C

•	Adjustable current setting for overload protection

•	Automatic or manual reset selectable

•	 Trip-free mechanism

•	 Status indication

•	 STOP and TEST function

•	Direct mount to contactors or DIN rail mounting base option

B47
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Thermal Overload Relays
National and International Standards

B48

Certifications

•   IEC/EN 60947

•   CE Approved

•   UL Listed

•   CSA Certified

•   RoHS Compliant



2013 NOARK Electric • All Rights Reserved

Thermal Overload Relays
Ex9RD Product Selection Guide

Label

Product Selection Guide

B49

B

Setting Amperage

A:	 Class 10A

25Ex9RD

	11.5:	 11.5A
	 25:	 25A
	 36:	 36A
	 93:	 93A
	 200:	 200A
	 360:	 630A

Frame AmperageNOARK 
Ex9RD Series

13

	0.16:	 0.1~0.16A
	0.25:	 0.16~0.25A
	 0.4:	 0.25~0.4A
	0.63:	 0.4~0.63A
	 1:	 0.63~1A
	 1.6:	 1~1.6A
	 2:	 1.25~2A
	 2.5:	 1.6~2.5A
	 4:	 2.5~4A
	 6:	 4~6A
	 8:	 5.5~8A
	 10:	 7~10A
	 13:	 9~13A
	 18:	 12~18A
	 25:	 17~25A
	 32:	 23~32A

	 36:	 28~36A
	 40:	 30~40A
	 50:	 37~50A
	 65:	 48~65A
	 70:	 55~70A
	 80:	 63~80A
	 93:	 80~93A
	125:	 80~125A
	160:	 100~160A
	200:	 125~200A
	250:	 160~250A
	315:	 200~315A
	400:	 250~400A
	500:	 315~500A
	630:	 400~630A

A

Trip Class*

Note:	 Consult NOARK for information on Tripping Class 10 and 20

1	 Brand

2	 CE Mark

3	 Adjustable Current Range

4	 Push to Test

5	 UL Listed Mark

6	 Product Series/Frame Amperage

7	 Manual Stop

8	 Manual/Auto Reset

9	 Auxiliary Contacts

2

5

61

3

4
7
8

9
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Thermal Overload Relays
Ex9RD 11.5~36A

11.5A 25A 36A
Current 

Range Amp 
(Min-Max)

Use with Contactors: Ex9CM06~12 Use with Contactors: Ex9CD09~32 Use with Contactors: Ex9CD32

Matched Fuse
Product Part 

Number
Matched Fuse

Product Part 
Number

Matched Fuse
Product Part 

NumberaM gG aM gG aM gG
0.1-0.16 0.25 2 Ex9RD11.5A0.16 1410001 0.25 2 Ex9RD25A0.16 1410014 - - - -
0.16-0.25 0.5 2 Ex9RD11.5A0.25 1410002 0.5 2 Ex9RD25A0.25 1410015 - - - -
0.25-0.4 1 2 Ex9RD11.5A0.4 1410003 1 2 Ex9RD25A0.4 1410016 - - - -
0.4-0.63 1 2 Ex9RD11.5A0.63 1410004 1 2 Ex9RD25A0.63 1410017 - - - -
0.63-1 2 4 Ex9RD11.5A1 1410005 2 4 Ex9RD25A1 1410018 - - - -
1-1.6 2 4 Ex9RD11.5A1.6 1410008 2 4 Ex9RD25A1.6 1410019 - - - -
1.25-2 4 6 Ex9RD11.5A2 1410006 4 6 Ex9RD25A2 1410020 - - - -
1.6-2.5 4 6 Ex9RD11.5A2.5 1410007 4 6 Ex9RD25A2.5 1410021 - - - -
2.5-4 6 10 Ex9RD11.5A4 1410009 6 10 Ex9RD25A4 1410022 - - - -
4-6 8 16 Ex9RD11.5A6 1410010 8 16 Ex9RD25A6 1410023 - - - -

5.5-8 12 20 Ex9RD11.5A8 1410011 12 20 Ex9RD25A8 1410024 - - - -
7-10 12 20 Ex9RD11.5A10 1410012 12 20 Ex9RD25A10 1410025 - - - -
9-13 16 25 Ex9RD11.5A13 1410013 16 25 Ex9RD25A13 1410026 - - - -

12-18 - - - - 20 35 Ex9RD25A18 1410027 - - - -
17-25 - - - - 25 50 Ex9RD25A25 1410028 - - - -
23-32 - - - - - - - - 40 63 Ex9RD36A32 1410030
28-36 - - - - - - - - 40 80 Ex9RD36A36 1410031

Certifications
IEC/EN 60947-4-1

For accessories, see page B57.
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Thermal Overload Relays
Ex9RD 93~630A

93A 200A 630A
Current 

Range Amp
(Min-Max)

Use with Contactors: Ex9CD40~95 Use with Contactors: Ex9CD115~225 Use with Contactors: Ex9CD185~630

Matched Fuse
Product Part 

Number
Matched Fuse

Product Part 
Number

Matched Fuse
Product Part 

NumberaM gG aM gG aM gG
23-32 40 63 Ex9RD93A32 1410032 - - - - - - - -
30-40 40 100 Ex9RD93A40 1410033 - - - - - - - -
37-50 63 100 Ex9RD93A50 1410034 - - - - - - - -
48-65 63 100 Ex9RD93A65 1410035 - - - - - - - -
55-70 80 125 Ex9RD93A70 1410036 - - - - - - - -
63-80 80 125 Ex9RD93A80 1410037 - - - - - - - -
80-93 100 160 Ex9RD93A93 1410038 - - - - - - - -
80-125 - - - - 125 200 Ex9RD200A125 1410039 - - - -
100-160 - - - - 160 250 Ex9RD200A160 1410040 - - - -
125-200 - - - - 200 315 Ex9RD200A200 1410041 - - - -
160-250 - - - - - - - - 250 400 Ex9RD630A250 1410042
200-315 - - - - - - - - 315 500 Ex9RD630A315 1410043
250-400 - - - - - - - - 400 630 Ex9RD630A400 1410044
315-500 - - - - - - - - 500 800 Ex9RD630A500 1410045
400-630 - - - - - - - - 630 800 Ex9RD630A630 1410046

Certifications
IEC/EN 60947-4-1

For accessories, see page B57.
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Thermal Overload Relays
Ex9RD Specifications

Ex9RD 11.5A
Current Class (A) 13
Phase Failure Protection Function

Yes

Automatic and Manual Reset
Temperature Compensation
Tripping Indicator
Test and Stop Pushbutton

Mounting
Mode

Plug-In
Independent

Auxiliary
Contacts

Number of Contacts 1NO+1NC
Rated Current (A) (15A 220 Vac) 2.73
Rated Current (A) (15A 380 Vac) 1.58
Rated Current (A) (15A 220 Vdc) 0.2

Current Setting Range (A) 0.1~
0.16

0.16~
0.25

0.25~
0.4

0.4~
0.63

0.63~
1

1~
1.6

1.25~
2

1.6~
2.5

2.5~
4 4~6 5.5~8 7~10 9~13

Matched 
Fuse

aM (A) 0.25 0.5 1 2 4 6 8 12 16
gG (A) 2 4 6 10 16 20 25

Ex9RD 36A
Current Class (A) 36
Phase Failure Protection Function

Yes

Automatic and Manual Reset
Temperature Compensation
Tripping Indicator
Test and Stop Pushbutton

Mounting
Mode

Plug-In
Independent

Auxiliary
Contacts

Number of Contacts 1NO+1NC
Rated Current (A) (15A 220 Vac) 2.73
Rated Current (A) (15A 380 Vac) 1.58
Rated Current (A) (15A 220 Vdc) 0.2

Current Setting Range (A) 23~32 28~36

Matched 
Fuse

aM (A) 40 40
gG (A) 63 80

Ex9RD 25A
Current Class (A) 25
Phase Failure Protection Function

Yes

Automatic and Manual Reset
Temperature Compensation
Tripping Indicator
Test and Stop Pushbutton

Mounting
Mode

Plug-In
Independent

Auxiliary
Contacts

Number of Contacts 1NO+1NC
Rated Current (A) (15A 220 Vac) 2.73
Rated Current (A) (15A 380 Vac) 1.58
Rated Current (A) (15A 220 Vdc) 0.2

Current Setting Range (A) 0.1~
0.16

0.16~
0.25

0.25~
0.4

0.4~
0.63

0.63~
1

1~
1.6

1.25~
2

1.6~
2.5

2.5~
4

4~
6

5.5~
8

7~
10

9~
13

12~
18

17~
25

Matched 
Fuse

aM (A) 0.25 0.5 1 2 4 6 8 12 16 20 25
gG (A) 2 4 6 10 16 20 25 35 50
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Thermal Overload Relays
Ex9RD Specifications

Ex9RD 93A
Current Class (A) 93
Phase Failure Protection Function

Yes

Automatic and Manual Reset
Temperature Compensation
Tripping Indicator
Test and Stop Pushbutton

Mounting
Mode

Plug-In
Independent

Auxiliary
Contacts

Number of Contacts 1NO+1NC
Rated Current (A) (15A 220 Vac) 2.73
Rated Current (A) (15A 380 Vac) 1.58
Rated Current (A) (15A 220 Vdc) 0.2

Current Setting Range (A) 23~32 30~40 37~50 48~65 55~70 63~80 80~93

Matched 
Fuse

aM (A) 40 63 80 100
gG (A) 63 100 125 160

Ex9RD 630A
Current Class (A) 630
Phase Failure Protection Function

Yes
Automatic and Manual Reset
Temperature Compensation
Tripping Indicator
Test and Stop Pushbutton

Mounting
Mode

Plug-In No
Independent Yes

Auxiliary
Contacts

Number of Contacts 1NO+1NC
Rated Current (A) (15A 220 Vac) 2.73
Rated Current (A) (15A 380 Vac) 1.58
Rated Current (A) (15A 220 Vdc) 0.2

Current Setting Range (A) 160~250 200~315 250~400 315~500 400~630

Matched 
Fuse

aM (A) 250 315 400 500 630
gG (A) 400 500 630 800

Ex9RD 200A
Current Class (A) 200
Phase Failure Protection Function

Yes
Automatic and Manual Reset
Temperature Compensation
Tripping Indicator
Test and Stop Pushbutton

Mounting
Mode

Plug-In No
Independent Yes

Auxiliary
Contacts

Number of Contacts 1NO+1NC
Rated Current (A) (15A 220 Vac) 2.73
Rated Current (A) (15A 380 Vac) 1.58
Rated Current (A) (15A 220 Vdc) 0.2

Current Setting Range (A) 80~125 100~160 125~200

Matched 
Fuse

aM (A) 125 160 200
gG (A) 200 250 315
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Cold Status

Three Phase

Two Phase

Two Phase

Three Phase

Heat Status

Multiple of Rectified Current

Min

S

0.8   1  1.2   1.5        2               3        4               6    7    8   9  10  

120
100
80
60

40

20

10
8
6

4

2

1
40

20

10
8
6

4

2

0.8
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Thermal Overload Relays
Ex9RD Trip Curves
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Thermal Overload Relays
Ex9RD Dimensions

L
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Note:	 Dimensions with "*" for the product over 400A.

L
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B56

Thermal Overload Relays
Ex9RD Dimensions
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Thermal Overload Relays
Ex9RD Accessories: Mounting Base

Accessory Description Product Part Number

Mounting Base

RDAD11.5 1410052
RDAD25 1410049
RDAD36 1410050
RDAD93 1410051

25RDAD

11.5:	 Ex9RD11.5

25:	 Ex9RD25

Relay TypeDescription

Mounting Base

36:	 Ex9RD36

93:	 Ex9RD93


