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    300W AC-DC PS2 ATX Power Supply with PFC  

      
Complies with ATX 12 & ATX 2.03 

Power Factor Value : ≧0.90 

+5V Standby at 2.0A 

+3.3V Remote sensing 

Thermal Fan-speed Control 

Energy Star /Green Power 

Noiseless & Low Noise & Ripple 

PS/2 Form Factor: 140(L)*150(W)*85(H) mm 

Power Supply with TWO FAN 

  

 

  

  

 

 

Specification  

Input Range  AC 115~230V, 47~63Hz, full range, 6A/4A  
Output Voltage  +5V               +12V                +3.3V           -12V    -5V    +5Vsb  

30A(Min 1.5A)  15A(Min 0.5A)  20A(Min 0.5A)   0.8A    0.5A     2.0A  
Efficiency  >68% at full load, nominal line  
Hold up Time  >20 ms at full load, nominal line  
Power Good Delay  100~500 msec  
Power Fail  >1 msec  
Rise Time  <20 ms at full load, nominal line  
Power Up Time  500 ms Max at full load  
MTBF(hours)  80,000 hours at 80% load, 25℃  
Safety  UL/CUL/TUV/CB/NEMKO  
Dimension  140(L)*150(W)*85(H)mm  
Weight  1.55Kg 

 

 


